Summary of ASARCO Hayden Operations - Hayden Smelter
Particulate/SO, & H,SO,/SO; Emission Data
Hayden Smelter - Secondary Hood Baghouse

09/20/16
EPA Method 6 SO, EPA Method 5b Particulates
Run Time ppmvd lb/hr gr/dscf Ib/hr mg/dscm
7-PT/SO2 10:57-12:07 1,886.0 4,936.53 0.0012 2.70 2.75
8-PT/SO2 12:43-13:56 1,491.1 3,929.16 0.0013 2.95 2.97
9-PT/SO2 14:46-16:10 2,332.7 6,045.76 0.0007 1.56 1.60
Mean 1,903.3 4,970.48 0.0011 2.40 2.44
EPA Method 8 H,SO, EPA Method 8 SO;
Run Time ppmvd Ib/hr ppmvd Ib/hr
7-H2S04/S0O3 | 10:57-12:07 16.6 66.69 16.6 54.44
8-H2S04/S0O3 | 12:43-13:56 8.3 33.67 8.4 27.50
9-H2S04/S03 | 14:46-16:10 17.2 68.31 17.2 55.76
Mean 14.0 56.22 14.1 45.90
EPA Methods 1-4 Gas Stream Characteristics
Run Time AWCFM ADCFM DSCFH Ts °F H,0 Co, 0,
%v %vd
7-PT/SO2 10:57-12:07 339,480.0 332,486.7 15,766,620.5 158.7 2.06 0.0 20.9
8-PT/SO2 12:43-13:56 343,980.0 337,754.0 15,868,966.6 162.6 1.81 0.0 20.9
9-PT/SO2 14:46-16:10 340,680.0 330,118.9 15,610,015.8 160.3 3.10 0.0 20.9
Mean 341,380.0 333,453.2 15,748,534.3 160.5 2.32 0.0 20.9




